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Değişken Frekanslı Vibrasyon Motorları
Değişken frekanslı PSV/P  serisi Kem-P vibrasyon motoru prefabrik kalıplarda
veya beton briket makinaları üretiminde kullanılmaktadır. 

 
2 kutuplu  42   V  0/100 Hz- 0/6000 rpm
2 kutuplu  400 V  0/100 Hz- 0/6000 rpm
2 kutuplu  42   V  0/150 Hz- 0/9000 rpm
4 kutuplu  42   V  0/150 Hz- 0/6000 rpm

PSV/P  serisi  Kem-P  vibrasyon  motorları  herhangi  bir sabit torklu PWM tipi
invertör  ile  çalıştırılabilir. İnvertör  programı  kullanılan vibrasyon   motorunun
üzerindeki etikette belirtilen elektromekanik özelliklere göre çalıştırılmalıdır.

* TRİFAZE GİRİŞ GERİLİMİ

 * FREKANS İNVERTÖRÜ

Variable Frequency  Vibration Motors
Kem-P  vibration  motor  PSV/P  series  at  variable  frequency are suitable for
prefabricated formwork or concrete briquette machine manufacturers.

2 poles  42    V  0/100 Hz- 0/6000 rpm
2 poles  400  V  0/100 Hz- 0/6000 rpm
2 poles  42    V  0/150 Hz- 0/9000 rpm
4 poles  42    V  0/150 Hz- 0/6000 rpm

 * THREE-PHASE INPUT VOLTAGE

 * FREQUENCY INVERTER 
Kem-P  vibration  motors  PSV/P  series, can be  pilot operated by any kind of
inverter type PWM  with  constant torque. The program of the inverter must be
executed according to the electromechanical features indicated on the plate of
the employed vibration motor.
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